TENDER 11(2)/Pr. CCIT/MINOR WORKS/2020-21 DATE: 02/12/2020

TENDER NOTIFICATION

The Office of the Pr. Chief Commissioner of Income-tax, Karnataka and Goa Region,
Bengaluru proposes to carry out the following works at the residential flat owned by the Income tax

Department for the following residential quarters at

Bangalore.

.

National Games Village, Koramangala,

1. Quarter No.417, Ganga Block, National Games Village. Koramangala.
Bangalore.

(1)

Painting of the entire internal portion of the quarters mcluq!ng
ceiling area with single colour for wall and white colour for cem_ng
area with premium acrylic emulsion paint of interior grade having
VOC (volatile organic compound) content less than _50 grarn_s_!hter
of approved brand and manufacture including applying additional
coats wherever required to achieve even shade and‘ colour.
Emulsion pain should be applied after removing dry or oil bognd
distemper, water proofing cement paint and the like scrapping,
sand papering and preparing the surface smooth including
necessary to scratches etc. — Total area 4,374 square feet;

(ii) Painting of doors, windows, safety grills and wardrobes with
premium enamel paints approved brand and manufacture
including applying additional coats wherever required to achieve
even shade and colour. Enamel paint should be applied after
removing the existing paint by scrapping, sand papering and
preparing the area free of rust and smooth — Total area 1,658
square feet;

(i)  Mosquito mesh for windows = 10 numbers;

(iv)  Curtain rod for 3 windows;

(v)  Wardrobes lock for 2 wardrobes;

(vi)  Minor carpentry work at kitchen, all doors and windows:

(vii)  Checking of plumbing connections by skilled plumber;;

(viii)  Checking of all electrical fittings by skilled electrician;

(ix)  Cleaning of entire flat

uarter No. k tional Games
Bangalore.

(i)

Painting of the entire internal portion of the quarters including ceiling
area with single colour for wall and white colour for ceiling area with
premium acrylic emulsion paint of interior grade having VOC (volatile
organic compound) content less than 50 gramslliter of approved brand

and manufacture including applying additional coats wherever

required to achieve even shade and colour. Emulsion pain should be

applied after removing dry or oil bound distemper, water proofing
cement paint and the like scrapping, sand papering and preparing the
surface smooth including necessary to scratches etc. — Total area

3,675 square feet;
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(i)

(iii)

(iv)
(v)
(vi)
(vii)
(viii)
(ix)

(x)
(xi)

Painting of doors, windows, safety grills and wardrobes with premium
enamel paints approved brand and manufacture including applying
additional coats wherever required to achieve even shade and colour.
Enamg! paint should be applied after removing the existing paint by
scrapping, sand papering and preparing the area free of rust and

smooth.

3 Tube light fittings of approved brand and manufacture but excluding
the tube lights and bulbs and other consumable;
Mosquito mesh for windows — 4 numbers;

Curtain rod for 2 windows;

Repairs and painting of wardrobes;

Minor carpentry work at kitchen, all doors and windows;
replacement of new 1 western commode;
Checking of plumbing connections in kitchen, checking of leakage in
bathroom/toilet and kitchen by skilled plumber;

Checking of all electrical fittings by skilled electrician;

Cleaning of entire flat.

uarte ,224. Nethravathi Block, National Gam illage, Koramangala
Bangalore.
Painting of the entire internal portion of the quarters including

(i)

ceiling area with single colour for wall and white colour for ceil'!ng
of interior grade having

area with premium acrylic emulsion paint

VOC (volatile organic compound) content less than 50 gramsl/liter

of approved brand and manufacture including applying additional
en shade and colour.

coats wherever required to achieve ev
Emulsion pain should be applied after removing dry or oil bound

distemper, water proofing cement paint and the like scrapping,
sand papering and preparing the surface smooth including
necessary to scratches etc— Total area 3,824 square feet;

Painting of doors, windows, safety grills and wardrobes with

(ii)
premium enamel paints approved brand and manufacture
including applying additional coats wherever required to achieve
even shade and colour. Enamel paint should be applied after
removing the existing paint by scrapping, sand papering and
preparing the area free of rust and smooth.

(i) 6 Tube light fittings of approved brand and manufacture but
excluding the tube lights and bulbs and other consumable;

(iv)  Mosquito mesh for windows — 12 numbers;

(v)  Curtain rod for 11 windows;

(vij  Repairs and painting of wardrobes;

(vii)  Minor carpentry work at kitchen, all doors and windows;

(viii) Checking of leakage in all bathroom/toilet — replacement of
bathroom/toilet tiles to arrest the leakage by laying ceramic glazed
floor tiles of 15t quality conforming to 1S:15622 of approved make.

(ix)  Changing of bathroom fittings and laying of new lines,

(x)  replacement of new 2 western commodes;

(xi)  Checking of plumbing connections in kitchen by skilled plumber;

(xii) Checking of all electrical fittings by skilled electrician;

(xiii) Floor polishing single coat - 1,406 square feet;

(xiv) Cleaning of entire flat.
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